Operating Data

Flow Range gpm (Ipm) 300 -600 (1,135 - 2,270)
Motor Pressure psi (bar) 450 (31)
Bit Speed rpm 85-170
Displacement rev/gal (rev/l) .283 (.075)
Torque ft-lbs (Nm) 4,185 (5,675)
Power HP (Kw) 135 (101)
Physical Dimensions
Power Section Configuration Stages 3.0
g Lobes 7/8
Bit to Stabilizer in (mm) 33.6 (853)
. Fixed in (mm) 83.3(2,116)
Bit to Bend
Adj in (mm) 91.5 (2,324)
Overall Motor Length F|xe‘d ft (m) 193 5.9)
Adj ft (m) 20.8 (6.3)
Weight Ibs (kg) 1,730 (785)
Connections Box 4-1/2" Reg Top and Bottom
Bit Size in (mm) 7-7/8 to 9-7/8 (200.0 - 250.8)
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Operating Data

Flow Range gpm (Ipm) 200 - 600 (755 - 2,270)
Motor Pressure psi (bar) 645 (44)
Bit Speed rem 80 - 295
Torque ft-lbs (Nm) 3,300 (4,475)
Power HP (Kw) 185 (138)
Physical Data
Power Section Stages 5
Configuration Lobes 4/5
Bit to Stabilizer in (mm) 25.5 (648)
Bit to Bend Fixed in (mm) 77.3 (1,963)
Adj in (mm) 85.1 (2,160)
Overall Motor Length Fixed ft (m) 20.5 (6.3)
Adj ft (m) 22.0 (6.7)
Weight Ibs (kg) 1,765 (800)
Connections Standard Box 4-1/2" Reg, Top and Bottom
Optional Box Available upon request
Bit Size in (mm) 7-7/8 to 9-7/8 (200.0 - 250.8)
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