Operating Data

Flow Range gpm (lpm) 20-40 (76 - 151)
Motor Pressure psi (bar) 600 (41)
Bit Speed rpm 216 - 433
Displacement rev/gal (rev/l) 10.82 (2.86)
Torque ft-lbs (Nm) 131 (178)
Power HP (Kw) 11 (8.2)
Physical Dimensions
. ) . Stages 2.3
P Section Confi t
ower Section Configuration s 576
Overall Motor Length ft (m) 7.8 (2.4)
Weight Ibs (kg) 40 (18)
. Standard Box 1" MT/Reg Top and Bottom
Connections - -
Optional Box Available Upon Request
Bit Size in (mm) 1-7/8 10 2-3/4 (47.6 - 69.9)
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Flow Range gpem (Ipm) 20-80 (76 - 303)
Motor Pressure psi (bar) 500 (34)
Bit Speed rpm 107 - 427
Displacement rev/gal (rev/l) 5.333 (1.409)
Torque ft-lbs (Nm) 192 (260)
Power HP (Kw) 16 (12)
Physical Dimensions
. , . Stages 3.3
P Section Conf t
ower Section Configuration I Bbe T
Bit to Stabilizer in (mm) N/A
: Fixed in (mm) 29.7 (753)
Bit to Bend
o =en Adj in (mm) 35.8 (909)
Fixed ft (m) 9.01 (2.75)
O [l Motor Length
bk Adi  (m) 9.90 (3.02)
Weight Ibs (kg) 130 (60)
Connections Box 2-3/8" Reg Top and Bottom
Bit Size in (mm) 3-1/2 t0 4-1/2 (88.9 - 114.3)
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Operating Data

Flow Range gpm (lpm) 60 - 120 (227 - 454)
Motor Pressure psi (bar) 875 (60)
Bit Speed rem 250 - 500
Displacement rev/gal (rev/l) 4111 (1.087)
Torque ft-lbs (Nm) 1,100 (1,490)
Power HP (Kw) 105 (78)
Physical Dimensions
Power Section Configuration Siages =
Lobes 5/6
Bit to Stabilizer in (mm) N/A
. Fixed in (mm) 31.1(790)
BILIoERid Ad in (mm) 37.2 (945)
Fixed ft (m) 12.0(3.7)
Overall Motor Length Adj f(m) 129 3.9)
Weight Ibs (kg) 205 (93)
Connections Box 2-3/8 Reg, Top/Bottom
Bit Size in (mm) 3-1/4 -4 (82.6 - 101.6)
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Operating Data

Flow Range gpm (lpm) 80 - 160 (300 - 6095)
Motor Pressure psi (bar) 525 (36)
Bit Speed rpm 124 - 248
Displacement rev/gal (rev/l) 1.550 (.409)
Torque ft-lbs (Nm) 960 (1,300)
Power HP (Kw) 45 (34)
Physical Dimensions
. . . Stages 3.5
Power Section Configuration
Lobes 4/5
Bit to Stabilizer in (mm) 19.2 (488)
Bit to Bend legd !n {mm) 36.5 (927)
Adj in (mm) 48.7 (1,237)
Overall Motor Length F|x§d ft (m) Lol R,
Adj ft (m) 17.3 (6.3)
Weight Ibs (kg) 370 (170)
Connections Box 2-3/8" Reg Top, 2-7/8" Reg Bottom
Bit Size in (mm) 4-1/2 to 5-7/8 (114.3 - 149.2)
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Operating Data

Flow Range gpm (Ipm) 80 - 180 (300 - 680)
Motor Pressure psi (bar) 1,075 (74)
Bit Speed rpm 129 - 290
Displacement rev/gal (rev/l) 1.611 (.428)
Torque ft-lbs (Nm) 1,978 (2,682)
Power HP (Kw) 109 (81)
Physical Dimensions
Power Section Configuration Stages .
: Lobes 4/5
Bit to Stabilizer in (mm) 22.3 (566)
Bit to Bend F|x§d ?n (mm) 36.5 (927)
Adj in (mm) 48.7 (1,237)
Fixed ft (m) 18.8 (5.7)
O Il Motor Length
MR QISR Adj ft (m) 19.7 (6.0)
Weight Ibs (kg) 420 (190)
. Std Box 2-3/8 Reg Top, 2-7/8 Reg Bottom
Connections -
Opt Available upon request
Bit Size in (mm) 4-1/8 - 5-1/2 (105.8 - 139.7)
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Operating Data

Flow Range gpm (Ipm) 100 - 250 (380 - 950)
Motor Pressure psi (bar) 525 (36)
Bit Speed rpm 102 - 255
Displacement rev/gal (rev/l) 1.020 (.269)
Torque ft-lbs (Nm) 1,450 (1,966)
Power HP (Kw) 70 (52)
Physical Dimensions
. . : Stages 3.5
Power Section Configuration L obes a5
Bit to Stabilizer in (mm) 25.5 (647)
Bit to Bend lee.d !n (mm) 524 (1,331)
Adj in (mm) 66.5 (1,689)
Overall Motor Length F|xe.d ft (m) LA )
Adj ft (m) 18.5 (5.6)
Weight Ibs (kg) 650 (295)
Connections Box 3-1/2" IF Top, 3-1/2" Reg Bottom
Bit Size in (mm) 5-3/4 to 6-3/4 (146.1 - 171.5)
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